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HEALTH & SAFETY, ENVIRONMENT:

not discharge used oil in to drains or the environment. Dispose to an authorized used oil collection point. For further Information 
on Safety Guidelines please refer to MSDS available on our website www.lubrex.net

MOMENTA RX9
PRODUCT DESCRIPTION:
Momenta RX9 mineral oil is an advanced diesel engine oil that maximizes engine performance in heavy duty diesel engines. 

economy.

APPLICATION:

exposed to extreme low temperature operations. This oil is suitable for use in moderate to high sulfur content fuel.

FEATURES & BENEFITS:
 Improved oxidation stability to minimize deposit 

formation
 

by combustion
 Better protection against valve train wear
 Improved low temperature performance
 Potential fuel economy improvement compared to 

PERFORMANCE LEVELS: Meets and Exceeds:

 
 Cummins CES 20076/78
 
 MB 228.3
 MAN M3275
 
 ACEA E7-12
 VOLVO VDS-3
 Renault RLD-2
 Detroit DDC 93K215

TYPICAL PROPERTIES:

PARAMETERS TEST METHOD UNIT MOMENTA RX9

Grade 15W40 20W50 20W60

Kinematic Viscosity @ 104°F /40°C  ASTM D-7042 cSt 107.95 172.95 236.6

Kinematic Viscosity @ 212°F /100°C ASTM D-7042 cSt 14.9 19.5 25.2

Viscosity Index (min) ASTM D-2270 - 144 130 136

SP. Gravity @15°C/ 60°F ASTM D-4052 g/cm3 0.885 0.890 0.889

Flash Point (min) ASTM D-92 °C 224 234 230

Pour Point (max) ASTM D-97 °C -30 -24 -24

TBN ASTM D-2896 10.5 10.5 10.5

CCS, (°C) ASTM D-5293 m.Pa.S 6700 (-20) 9200 (-15) 9300 (-15)

API LICENSE:
 SAE 15W-40

Diesel Engine Oil


