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HEALTH & SAFETY, ENVIRONMENT:
Prolonged and repeated contact with oil may cause skin disorders. Avoid contact. Wash immediately with soap and water. Do not discharge 
used oil in to drains or the environment. Dispose to an authorized used oil collection point.

PARAMETERS TEST METHOD UNIT INDUSTRIAL GEAR OILS

SAE Grade 32 46 68 100

AGMA Grade - 1 2 3

Kinematic Viscosity @ 1040F /400C  ASTM D-7042 cSt 32 46 68 100

Kinematic Viscosity @ 21200F /1000C ASTM D-7042 cSt 5.3 6.7 8.6 11.0

Viscosity Index (min) ASTM D-2270 - 96 97 98 96

SP. Gravity @150C/ 600F ASTM D-4052 g/cm3 0.888 0.880 0.800 0.890

Flash Point (min) ASTM D-92 0C 210 220 230 240

Pour Point (max) ASTM D-97 0C -18 -18 -18 -18

TAN 0.40 0.40 0.40 0.40

PARAMETERS TEST METHOD UNIT INDUSTRIAL GEAR OILS

SAE Grade 150 220 320 460

AGMA Grade 4 5 6 7

Kinematic Viscosity @ 1040F /400C  ASTM D-7042 cSt 143 220 304 430

Kinematic Viscosity @ 2120F /1000C ASTM D-7042 cSt 14.2 18.6 23.4 30.1

Viscosity Index (min) ASTM D-2270 - 99 97 96 98

SP. Gravity @150C/ 600F ASTM D-4052 g/cm3 0.899 0906 0.895 0.911

Flash Point (min) ASTM D-92 0C 250 260 271 275

Pour Point (max) ASTM D-97 0C -12 -12 -12 -15

LUBREX IGO EP
PRODUCT DESCRIPTION:
Lubrex Industrial Gear Oils (IGO) are formulated with premium base oil technology and designed to give robust protection to hydraulic 
pumps and stationary systems.

APPLICATION:
IGO 32, 46 and 68 are recommended for vane, piston or gear type pumps, especially where pressure exceeds 1000 psi, lightly loaded 
reciprocating compressors. IGO 32,46,68,& 100 are recommended for applications where AGMA rust and oxidation inhibited oils are 
required. These can be used in hydraulic equipment reduction gears, plain and antifriction bearings, circulating oil systems. 

FEATURES & BENEFITS:
• Long equipment life.
• Minimized down time
• Optimal oil service life.
• Anti-wear protection.
• Oxidation and corrosion inhibition.
• Foam and aeration suppression.

PERFORMANCE LEVELS: Meets and Exceeds: 
• AFNOR NF E48-603 HM
• ANSI/AGMA 9005-EO2
• DIN 51524-2
• 
• US steel 126,127

TYPICAL PROPERTIES:


