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CERTIFIED COMPANY CERTIFIED COMPANY CERTIFIED COMPANY

HEALTH & SAFETY, ENVIRONMENT: Prolonged and repeated contact with oil may cause skin disorders. Avoid contact. Wash immediately 
with soap and water. Do not discharge used oil in to drains or the environment. Dispose to an authorized used oil collection point. For further 
Information on Safety Guidelines please refer to MSDS available on our website www.lubrex.net

TEST METHOD 
CONTROL LIMITS TYPICAL 

RESULTSMin Max 

NLGI Grade   2 

Thickener Type   Lithium  

Color   As per requirements  

Texture Adhesive   Smooth 

Penetration @ 250C         

          Worked, 60 strokes ASTM D-217 265 295 280 

          Worked, 10,000 strokes ASTM D-217 265 295 284 

Dropping Point, 0C ASTM D-2265 1800 - >1960

Timken EP Test, OK Load, Kg ASTM D-2509 10 - 12 

Weld Load, kg   140 - 150 

Load Wear Index (Kg)   28 - 30 

Four Ball Wear Test, scar diameter, mm ASTM D-2266 - 0.6 0.55 

Water Washout Test, % wt. Loss @ 800C ASTM D-1264 - 12 5.5 

Oxidation Stability, 100 hr. psi loss @ 1000C ASTM D-942 - 10 5 

Rust Prevention ASTM D-1743 - - Pass 

Copper Strip corrosion ASTM D 4048 - 1B 0 

Wheel Bearing Leakage, gm ASTM D-4290 - - 1.6 

Base Oil Properties         

            Viscosity: @ 400C, cSt ASTM D-445  290 290 

            Viscosity: @ 1000C, cSt ASTM D-445  19  19 

LUBREX FRICTO MP2
PRODUCT DESCRIPTION:
LUBREX FRICTO MP 2 GREASE

APPLICATION:
Fricto MP 2 Grease is recommended for multipurpose applications 
including high performance wheel bearings, chassis points, and water 
pump bearings. They are pumpable and can be dispensed by any 
greasing system. Fricto MP 2 Grease is recommended for all normal 
grease application areas. The operating temperature is -100C to +1300C.
 

FEATURES & BENEFITS:
• Anti-Oxidant  
• Anti-Rust / Corrosion Inhibitor
• Excellent Mechanical Stability
• Excellent performance under shock and vibrating conditions. 

 
PERFORMANCE LEVELS: Meets and Exceeds: 
• NLGI-2

TYPICAL PROPERTIES:


