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MOMENTA NANO SYNTHETIC
PRODUCT DESCRIPTION:
MOMENTA NANO SYNTHETIC is a high performance low friction engine oil for round the year use. The combination of fully synthetic base 
oils and advanced additive technology ensures that the engine oil is of low viscosity and has a higher shear stability and reliably prevents 

engine oils are specially designed to meet the requirements of engines produced by all manufactures globally.

APPLICATION:
Recommended for modern heavy duty engines, wide range of turbo-charged or naturally aspirated diesel engines as well as all kinds of 
gasoline engines using lead or lead free gasoline, all types of generators, trucks, construction cars, passenger cars or mixed car group 
comprising diesel and gasoline cars. 

FEATURES & BENEFITS:
• Fuel saving and reduces maintenance expenses for 

machines and engines.
• Very long oil changing period.
• Resists oil thickening and the formation of carbon, varnish 

and sludge deposits.
• Good viscosity control.
• Prolonged engine life.
• Safeguards the moving parts.
• Keeps engine Clean.
• 
• Tested with catalytic convertors and performance proved 

with turbo chargers. 

PERFORMANCE LEVELS: Meets and Exceeds:
• API CI-4,CH-4,CG-4,CF-4,CF/SL,SJ,SH
• Caterpillar ECF-1a,ECF-2,ECF-3
• Cummins CES 20081,20077,20076
• Mack EO-O
• MB 228.31
• MAN 3275
• DHD-1,ACEA E7-05,E7 and E5
• VOLVO VDS-4,VDS-3
• Allison C-4
• Renault RLD-3
• MIL-L-2104D

TYPICAL PROPERTIES:

HEALTH & SAFETY, ENVIRONMENT:
Prolonged and repeated contact with oil may cause skin disorders. Avoid contact. Wash immediately with soap and water. Do not discharge 
used oil in to drains or the environment. Dispose to an authorized used oil collection point. For further Information on Safety Guidelines 
please refer to MSDS available on our website www.lubrex.net

PARAMETERS TEST METHOD UNIT MOMENTA NANO SYNTHETIC

Grade 10W50

Kinematic Viscosity @ 1040F /400C  ASTM D-7042 cSt 120

Kinematic Viscosity @ 2120F /1000C ASTM D-7042 cSt 17.5

Viscosity Index (min) ASTM D-2270 - 160

SP. Gravity @150C/ 600F ASTM D-4052 g/cm3 0.872

Flash Point (min) ASTM D-92 0C 220

Pour Point (max) ASTM D-97 0C -36

TBN ASTM D-2896 Mg KOH/g 11

NOACK(Max)  ASTM D-5800 Wt% 11

CCS ASTM D-5293 m.Pa.S 7000(-25)


